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PRODUCTS & SERVICES  

CATALOGUE 

OLIVALS FM II 
Air-Driven High-Pressure Liquid Pump 

DESIGNED & ENGINEERED FOR EASY OPERATION 

 

Features & Benefits 

• Single-acting with one air-driven piston 

• Pressure regulation via manual pressure 

regulator or pneumatically actuated valve 

• Operation with compressed air allows use in 

explosion-proof areas 

• Pump automatically stops operating upon 

reaching pre-selected final pressure 

• No power consumption during long pressure 

holding periods 

• No heat generation during pressure holding 

period 

• Easy installation and trouble-free handling of 

pumps 

• Low maintenance thanks to reliable, easy-to-

install devices 

Compact and 

lightweight steel frame 

for full protection and 

handling. 

Essem Corp’s Olivals FM II Air-Driven High-Pressure 

Liquid Pump has been designed and engineered to 

be compact and lightweight while providing the 

necessary amount of applied pressure.  

With the pump’s capability to convert compressed 

air into hydraulic power, it will satisfy any application 

need for pressurizing up a component and holding it 

at a set pressure for any sustained period of time. In 

addition, with the pump capability to provide high 

pressure discharge, it could also be used in many 

other applications. 
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Maximator Air-Operated  

M111 Model Pump. 

Applications 

•  

• Flushing and lubrication 

• Wellhead control 

• Pressure & leakage tests 

• Valve actuation 

• Chemical injection 

• Product testing 

• Hydraulic-operated tools 

 

MODEL: OLIVALS FM II 

Bare Pump Model: Maximator M111 

Max Operating Pressure: 18,850psi or 1300 bar 

Operating Air Pressure Range:  14.5 - 145 psi or 1 – 10 bar 

Max Operating Temperature: -20 - 60 Deg. Celcius 

Pressure Ratio: 1:130 

Displacement Volume: 1.0 cm3 

Output Capacity: 0.48 l/min 

Liquid Inlet Size: 3/8 “BSP 

Discharge Outlet Size: 3/8 “BSP 

Air Supply Inlet Size: 3/8 “BSP 

Pumping Section Materials:   
All parts in stainless steel 

including relief valve 

Air Drive Section Materials:   
All parts in non-corrosive material 

including ON/OFF valve 

Dimension:  
650 mm x 265 mm x 265 mm  

(Height x Length x Width) 

Weight:  17 kg  

 


