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PRODUCTS & SERVICES  

CATALOGUE 

OLIVALS 751  
High Pressure Grease Injection Pump 

An Essential Equipment 

for Valve Grease / Sealant 

Injection 

Lubricating and greasing valves helps to 

reduce operating torque and protects from 

seizing when operation is critical. It helps the 

valve to seat properly and perform as 

recommended by the manufacturer 

specifications.  

In line with this, Essem Corp.’s Olivals 751 

High Pressure Grease Injection Pump has 

been designed for injection of grease and 

sealants into valves under pressure. This 

pneumatically-operated pump allow safe, 

efficient and time-saving maintenance 

especially during online applications. 

Features & Benefits 

• Quiet, safe and reliable operation 

• High working pressure 

• Capable to conduct online greasing 

injection 

• Field-proven & in service for years 

• Pneumatically / Air-operated powered 

mechanism 

• Zero wastage of grease / sealant during 

injection 

• Deliver continuous and constant flow, 

suitable for the numerous needs of modern 

industry 

• Easily serviceable and replacement parts 

are readily available 

• Heavy duty metal construction 

Offering reliable, consistent 

and consistent performance 

for smooth maintenance 

operation. 
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MODEL: OLIVALS 751 

Bare Pump Model: Lincoln Power-Master III 

Max Operating Pressure: 15,000psi 

Operating Air Pressure Range:  30 - 200 psi 

Operating Temperature: -34 to 93 Deg. Celcius 

Stroke Length: 6 in 

Max Recommended Speed: 75 cycles per min 

Seals Material: Buna N and Teflon 

Wetted Parts Material: 
Steel, Brass, Copper, 

Polyurethane and Nitrile 

Air Supply Inlet Size; 1 / 2 “ NPTF 

Air Consumption @ 75 cpm 

@100 psi: 
65 scfm 

Max Output @ 75 cpm: 4,500 cc per min / 1 lb per stroke 

Dimension:  
4 ft x 2 ft x 1.5 ft  

(Height x Length x Width) 

Weight:  80 kg  

Grease Injection Hose Specifications 

Hose Type: T6/2PA6 

Max Operating Pressure: 15,000 psi 

Size:  1 / 4” 

Length: 20 meters 

Air Hose Specifications 

Hose Type: 4 wires braided 

Max Operating Pressure: 300 psi 

Size:  1 / 2” 

Length: 30 meters 

Lincoln Air-Operated  

Power-Master III Model Pump. 


